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CAST IRON SHEAVES
Single Groove for “4L” and “A” Belts
FEATURES
• Sheaves are equipped with square head set screws and have no keyseat.
• Ideal small drives for attic fans, furnace blowers, air conditioning units or any
 light applications.
• Individually packaged.

M05P-10
 Model  Diameter 
 Number Bore Size Outside Diameter Pitch
 M05P-10 5/8” 4.93” 5”
 M05P-12 3/4” 4.93” 5” 
 M05P-16 �” 4.93” 5” 
 M06P-10 5/8” 5.93” 6”
 M06P-12 3/4” 5.93” 6” 
 M06P-16 �” 5.93” 6” 
 M07P-10 5/8” 6.93” 7”
 M07P-12 3/4” 6.93” 7” 
 M07P-16 �” 6.93” 7” 

 Model  Diameter 
 Number Bore Size Outside Diameter Pitch
 M08P-10 5/8” 7.93” 8”
 M08P-12 3/4” 7.93” 8” 
 M08P-16 �” 7.93” 8”
 M09P-12 3/4” 8.93” 9” 
 M09P-16 �” 8.93” 9”
 M10P-12 3/4” 9.93” �0” 
 M10P-16 �” 9.93” �0”
 M12P-12 3/4” ��.93” �2” 
 M12P-16 �” ��.93” �2” 

 Model   
 Number Bore Size Outside Diameter Pitch Range “4L”
 M25V-08 �/2” 2.5” –
 M25V-10 5/8” 2.5” – 
 M30V-08 �/2” 2.87” –
 M30V-10 5/8” 2.87” –
 M34V-08 �/2” 3.�5” �.9 to 2.9”
 M34V-10 5/8” 3.�5” �.9 to 2.9”
 M34V-12 3/4” 3.�5” �.9 to 2.9” 
 M40V-08 �/2” 3.75” 2.4 to 3.4”
 M40V-10 5/8” 3.75” 2.4 to 3.4”
 M40V-12 3/4” 3.75” 2.4 to 3.4”

CAST IRON SHEAVES – VARIABLE PITCH
Single Groove Variable Pitch for “3L”, “4L” and “5L” Belts
FEATURES
• All sheaves are fitted with hollow head set screws.
• Any standard single groove sheave can be used as a companion sheave.
• Made of close grain cast iron with a lacquer finish and is individually packaged.
• Accurately machined and balanced.M34V-08

 Model   
 Number Bore Size Outside Diameter Pitch Range “4L”
 M40V-14 7/8” 3.75” 2.4 to 3.4”
 M44V-08 �/2” 4.�5” 2.8 to 3.8”
 M44V-10 5/8” 4.�5” 2.8 to 3.8”
 M44V-12 3/4” 4.�5” 2.8 to 3.8”
 M44V-14 7/8” 4.�5” 2.8 to 3.8”
 M50W-10 5/8” 4.75” 3.4 to 4.4”
 M50W-12 3/4” 4.75” 3.4 to 4.4”
 M50W-14 7/8” 4.75” 3.4 to 4.4”
 M50W-18 ��/8” 4.75” 3.4 to 4.4”

SHEAVE INTERCHANGE CHART
 Model 
 Number Browning Maurey Congress Lau
 M05P-10 AL54X5/8 OC50 CA500 38-2507-0�
 M05P-12 AL54X3/4 OC50 CA500 38-22�3-0�
 M05P-16 AL54X� OC50 CA500 38-26�5-0�
 M06P-10 AL64X5/8 OC60 CA600 38-2508-0�
 M06P-12 AL64X3/4 OC60 CA600 38-22�4-0�
 M06P-16 AL64X� OC60 CA600 38-2446-0�
 M07P-10 AL74X5/8 OC70 CA700 38-2509-0�
 M07P-12 AL74X3/4 OC70 CA700 38-22�5-0�
 M07P-16 AL74X� OC70 CA700 38-22�6-0�
 M08P-10 AL84X5/8 OC80 CA800 38-25�0-0�
 M08P-12 AL84X3/4 OC80 CA800 38-22�7-0�
 M08P-16 AL84X� OC80 CA800 38-22�8-0�
 M09P-12 AL94X3/4 OC90 CA900 38-22�9-0�
 M09P-16 AL94X3/4 OC90 CA900 38-2220-0�
 M10P-12 AL�04X3/4 OC�00 CA�000 38-222�-0�
 M10P-16 AL�04X� OC�00 CA�000 38-2222-0�

 Model 
 Number Browning Maurey Congress Lau
 M25V-08 �VL25X�/2 8250 – –
 M25V-10 �VL25X5/8 8250 – –
 M30V-08 �VL30X�/2 – – –
 M30V-10 �VL30X5/8 – – –
 M34V-08 �VL34X�/2 8325 VP325 270-069-0�
 M34V-10 �VL34X5/8 8325 VP325 270-072-0�
 M34V-12 �VL34X3/4 8325 VP325 –
 M40V-08 �VL40X�/2 8350 VP350 –
 M40V-10 �VL40X5/8 8350 VP350 –
 M40V-12 �VL40X3/4 8350 VP350 –
 M40V-14 �VL40X7/8 8350 – –
 M44V-08 �VL44X�/2 8400 VP400 270-089-�7
 M44V-10 �VL44X5/8 8400 VP400 270-089-�2
 M44V-12 �VL44X3/4 8400 VP400 –
 M44V-14 �VL44X7/8 8400 – –
 M50W-10 �VP50X5/8 8450 VP450 –
 M50W-12 �VP50X3/4 8450 VP450 –
 M50W-14 �VP50X7/8 8450 VP450 –
 M50W-18 �VP50X��/8 8450 VP450 –

AIR MOVING
PRODUCTS

 White-Rodgers Lau White-Rodgers Lau White-Rodgers Lau White-Rodgers Lau
 Model Number Type Number Model Number Type Number Model Number Type Number Model Number Type Number

 M34V-08 270-069-0� M34V-10 270-072-0� M44V-08 270-089-�7 M44V-10 270-089-�2

VARIABLE PITCH PULLEY (CAST IRON ONLY)


